












































































       







 
















  

 








   

 


 

 


 



 


 

 


 

 


 

 


 

 


 

 


 

   

 


 

         


 

   

   

   

 


 

   

   

   

      


 

   

   





 

        















 




































































 












































































Auto Report Every 30 seconds for Clamp 1 and Clamp 2 

1.have report group 3 send Multi Channel Meter CC(Watts) and MultiChannel Meter CC (KWH)  of 
clamp 1 and clamp 2 automatically 
ZW_SendData(0x70, 0x04, 0x67, 0x04, 0x00,0x00,0x1b,0x00);  //Configuration Set 
2.set the interval of sending report group 3 
ZW_SendData(0x70, 0x04, 0x71, 0x04, 0x00,0x00,0x00,0x1E);  //Configuration Set 
3.associate to node "1" 
ZW_SendData(0x85, 0x01, 0x01, 0x01);  //Assoc 
note:Meter CC(Watts) and Meter CC (KWH) is of clamp 1 and clamp 2 is packaged in Multi Channel 
Command. end point 1 is clamp 1,end point 2 is clamp 2. 

  

How to use delta function? 

1.Turn on Delta function of  the whole HEM and  clamp 1 and clamp 2 and clamp 3: 

ZW_SendData(0x70, 0x04, 0x03, 0x01, 0x0F);  //Configuration set 

about value  0x0F:   00001111 
LSB 
bit 1: Switch of delta function of whole hem     (1 on,0 off) 
bit 2: Switch of delta function of clamp 1         (1 on,0 off) 
bit 3: Switch of delta function of clamp 2         (1 on,0 off) 
bit 4: Switch of delta function of clamp 3        (1 on,0 off) 
MSB 

 

2.Change the wattage value of Delta function of the whole HEM to 255 watts (default:50 watts) 

ZW_SendData(0x70, 0x04, 0x04,0x02, 0x00, 0xFF);  //Configuration set 

3.Change the wattage value of Delta function of clamp 1 to 255 watts (default:50 watts) 
ZW_SendData(0x70, 0x04, 0x05,0x02, 0x00, 0xFF);  //Configuration set 

4.Change the wattage value of Delta function of clamp 2 to 255 watts (default:50 watts) 
ZW_SendData(0x70, 0x04, 0x06,0x02, 0x00, 0xFF);  //Configuration set 
 
5.Change the wattage value of Delta function of clamp 3 to 255 watts (default:50 watts) 
ZW_SendData(0x70, 0x04, 0x07,0x02, 0x00, 0xFF);  //Configuration set 
  
6.Change the percent of Delta function of the whole HEM to 15% (default:10%) 
ZW_SendData(0x70, 0x04, 0x08, 0x01,0x0F);  //Configuration set 

7.Change the percent of Delta function of clamp 1 to 15% (default:10%) 
ZW_SendData(0x70, 0x04, 0x09, 0x01,0x0F);  //Configuration set 



8.Change the percent of Delta function of clamp 2 to 15% (default:10%) 
 
ZW_SendData(0x70, 0x04, 0x0A, 0x01,0x0F);  //Configuration set 
 
 
9.Change the percent of Delta function of clamp 3 to 15% (default:10%) 
ZW_SendData(0x70, 0x04, 0x0B, 0x01,0x0F);  //Configuration set 

















































  

 

 



  

 

 



  

 



  


























